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• High Molecular Weight, 
 High-Density Polyethylene
• Fill & Transport in "Lay Flat" 
 Horizontal Position
• 2 gpm, Gravity Flow Design  • 2" Filler Neck  
• 10" HD Pneumatic Wheels  • Molded Handle  
• Vented Fill Cap  • 8' Dispensing Hose  
• Spring-Loaded Dispensing Nozzle  
• 22"W x 17"D x 43"H  
• UN/DOT & Transport Canada Approved

JDJDI-TT1EX  
Extended Tire Taxi™

Designed for Transporting Car, Light Truck & 
SUV Tires and Wheels
• Transport 5 Tire & Wheel 
 Assemblies or 8 Tires
• Built-In Locking Caster
• Easy to Move with 
 360° Rotation
• Max Load:  265 lbs
• 4 Legs Extend Overall 
 Height to 23"

25-Gallon 
Poly Portable 
Gas Caddy

JDFC-25PFC

JDJDI-LP5  
25-Gallon Low-Profile Oil Drain 
• 10" Ground Clearance  • All Steel Construction
• 6" Industrial Casters; Front Swivel & Rear Fixed
• 8' Quick Disconnect Evacuation Hose with J-Hook 
• 110V Electric Evacuation Pump, 5 gpm 
• Internal Baffles Prevent Splashing during 
 Transport
• Long-Reach Foldable T-Handle
• Expanded Metal Shield Reduces Splash

JDJDI-8DCP 
8-Gal Economy Portable Poly Oil Drain
• Translucent Polyethylene Tank  • Molded Grips to Assist in Draining 
• Large Drain Pipe  • 11/2" Drain Spout with Cap for Manual Evacuation
• 16" Funnel  • 21/2" Casters  • Height Adjustment:  48" to 67"

JDJD-2436 
"Big Mouth" Transmission Drain Pan
• Rugged Roto-Molded Polyethylene Construction
• Tiered Design Adapts to any Funnel with 6" or Larger Diameter
• Large Catch Area Measures 38"L x 24"W x 7"H

JDJDI-6EV 
6-Gallon Fluid Evacuator
• Heavy Duty Steel Construction  • Powerful Venturi Vacuum System 
• Easy-to-Read Vacuum Gauge  • 7' Suction Hose
• 6 Suction Probes  • 3 "OE Style" Evacuator Adapters
• Convenient Storage Tube for Suction Probes
• Oil- and Chemical-Resistant Wheels
• Self-Evacuating with 10' Quick Disconnect Evacuation Hose
• Sight Tube for Quick Indication of Fluid Level
• 110 - 115 psi  • .04 - .05 gpm Suction Speed

Polar/Solar Extension Cord 
with Lighted End
• SJEOOW Yellow  • UL Rated Temp:  -50C to 60C
• Lighted Receptacle Shows Power is On
• Chemical & Oil Resistant  
• Abrasion Resistance

CM01287  
25' 16/3, 13A 125V

CM01289  
100' 16/3, 10A, 125V

 
CM01488  
50' 14/3, 15A, 125V

LTD QTY

LTD QTY

LTD QTY

Outdoor Extension Cords
CM02309  100' 3-Conductor Light Duty
• 10 Amps, 125 Volts, 1250 Watts
• 16/3 SJTW Orange  
• UL Rated Temp:  -40C to 60C
• Molded, Weather Resistant 
 Connectors with Reinforced Blades

CM04218  50' Tritap with Non-Lit Ends
• 15 Amps, 125 Volts
• 14/3 SJTW Red  
• Temperature Rating:  
 -40°F to 140°F
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USER $723.60       

SRP $519.86   

USER $1,329.67         SRP $955.26     

USER $167.88         SRP $120.61     

USER $82.41          SRP $59.21      

USER $565.48          SRP $406.26      
USER $296.54       

SRP $213.04   

SRP $62.02  

SRP $46.98    

SRP $31.32 
  

SRP $85.61  
  

 SRP $73.58 


