Solving Ventilation Problems Worldwide

Units Conform to all OSHA Specifications

Explosion Proof

Ventilation
F [

* Direct Drive = Fully Assembled
= Automatic Shutter, Aluminum = Rugged Safety Backguard
= Totally Enclosed Fan Cooled Explosion Proof Motors
with Built-In Automatic Reset Overload Protection
= Sturdy, All Welded Construction, Steel Frame
= Spark Resistant Polypropylene Blade
* Corrosion Resistant Powder
Coated Finish

JED1625X-A16

*1/sHP = 1725 RPM * 2460 CFM
= 16" Blade = 20"W x 20"H x 9D

USER 51326.00

srr $1,163.16
JED1633XV-A16

=1/3HP =1650-500 rRPM = 2810-865 cFm

= 16" Blade Sy
users1s7100  sre $1,378.07
JED2033X-A20
*1/3HP = 1725 RPM * 4180 cFm = 20" Blade
users1s1000  srp$1,324.56
JEB2433XV-A24
=1/3Hp = 1050 - 600 rRPM = 4520 - 2590 cFm = 24" Blade
users210500  sre $1,846.49

Automatic Fan Shutters, wall Type

= Extruded Aluminum Frame

* Formed Aluminum Blades with
Felt Backing

* Low Maintenance Cost,
No Painting Required

JEA12 12" Blade
User 5108.00 SrP $94.74 |
JEAT6 16" Blade
users138.00 sre $121.05
JEA20 20"Blade
users1e5.00 srp $144.74
JEA24 24" Blade
users19400  sre $170.18

JEA30 30"Blade
USER $226.00

srr $198.25

RUSHPROOF TUBING COMPANY
FLARELOK® Exhaust Hoses

* Can be Crushed by Vehicle & will Return
to Original Shape

* For Temperatures up to 600°F

* Join Hoses Together without
Need of Separate Splice

CTFLT350 3.5"ID X 11" Length
srr $197.35

CTFLT400 4"ID X 11" Length
srp $215.30
Exhaust Hose Adapters

* Fits 3" & 4" Hose

CTF575 For Wide or Twin Pipes

= 3"x 8" 0val
= Work with Pipes 2.5" x 7.5" or Smaller

srr $57.25

CTF675 For Extra Wide Setups

+ 3"x 11" Oval
= Work with Pipes 2.5" x 10.5" or Smaller

srr $113.23

* Fits 2.5" & 3.5" Hose

CTRA250
For Adjustable Fit on Wide Variety of Pipes
= 5" Bell Adapter with Snaps

srr $40.32

CTADF30
3" ID Hose Door Port,

Aluminum
= Designed for 1" Thick Doors

srr $42.98

CTAC30
3" Splice Connector,
Aluminum

srr $27.19

CTUNA1000
Straight Adapter for
Uni-Hose

* Plugs into Uni-Hose

srr $44.89
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